Thermal-Magnetic Molded Case

www.squared.com 250 Ampere Frame
FOR CURRENT INFORMATION Class 655, 825

Catalog Numbering System for Thermal-Magnetic Molded Case Circuit Breakers
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ggﬁ::l't Breaker E’;‘_‘\ FK':i 'I:(((:: '}II Note: “A”is replaced by letter “H” for high interrupting circuit
EY y LA LHLC L breaker. “A” is replaced by letter “C” for extra high interrupting

Y circuit breaker. “A” is replaced by the letter “I" for current-limiting
EH MA, MH circuit breakers.
Q4 NA, NC g
No Letter — I-LINE F — Terminal pads only (No lugs)
L — Lugs on both ends P — Lugs OFF end only
1-1-pole 2-2-pole 3-3-pole
2-240Vac 4-480Vac 6-—600Vac

015-1200 — Ampere rating
000M-0000M — Molded case switch (automatic)

Special Features
A, B, C — I-LINE phase connections
XXXX — Factory-installed accessories

K Frame — 250 A, Thermal-Magnetic (600 Vac)

Continuous | AC Magnetic Standard High Current .
Current | Trip Settings 4 | Interrupting Interrupting Limiting Te\r/\r/?;gal
5?‘&% Low | High ﬁﬁ:ﬁ:?gr Price ﬁﬁﬁ%’r Price ﬁﬁ:ﬁgﬁ Price Range ®
2-Pole, 600 Vac, 250 Vdc ]
70 350 | 700 | KAL26070 [$1315.] KHL26070 [$3072. [
80 400 | 800 |KAL26080 | 1315.| KHL26080 | 3072. <
90 450 | 900 |KAL26090 | 1315.| KHL26090 | 3072. w
100 500 | 1000 | KAL26100 | 1315.[ KHL26100 | 3072.| ... [
110 550 | 1100 | KAL26110 | 1315.| KHL26110 | 3072.|KIL26110 |$3922. [
125 625 | 1250 | KAL26125 | 1315.| KHL26125 | 3072.| KIL26125 | 3922. AL250KA =~ =
150 750 | 1500 | KAL26150 | 1315.| KHL26150 | 3072.|KIL26150 | 3922.| 174 AWG-350 kemil
175 875 | 1750 | KAL26175 | 1315.| KHL26175 | 3072.|KIL26175 | 3922. °
200 1000 | 2000 | KAL26200 | 1315.| KHL26200 | 3072. [
225 1125 | 2250 | KAL26225 | 1315.| KHL26225 | 3072. ]
250 1250 | 2500 | KAL26250 | 2286.| KHL26250 | 4039.| ...
200 1000 | 2000 .. | KiL26200] 3922.
KAL/KHL 225 1125 | 2250 | ... |0 |Kit26225 | 3022, o AL2SOKI L O
2- and 3-pole 250 1250 | 2500 . . L ... | KIL26250 | 4586.
70-250 Amperes 3-Pole, 600 Vac, 250 Vdc
70 350 | 700 | KAL36070 [$1650.] KHL36070 [$3713.
80 400 | 800 |KAL36080 | 1650.| KHL36080 | 3713.
90 450 | 900 |KAL36090 | 1650.| KHL36090 | 3713.
100 500 | 1000 | KAL36100 | 1650. KHL36100 | 3713.| ...
110 550 | 1100 | KAL36110 | 1650.| KHL36110 | 3713.|KIL36110 |$4923.
125 625 | 1250 | KAL36125 | 1650.| KHL36125 | 3713.|KIL36125 | 4923. AL250KA
150 750 | 1500 | KAL36150 | 1650.| KHL36150 | 3713.| KIL36150 | 4923.| 1+#4 AWG-350 kemil
175 875 | 1750 | KAL36175 | 1650.| KHL36175 | 3713.|KIL36175| 4923.
200 1000 | 2000 | KAL36200 | 1650.| KHL36200 | 3713.
225 1125 | 2250 | KAL36225 | 1650.| KHL36225 | 3713.
250 1250 | 2500 | KAL36250 | 2751.| KHL36250 | 4824.| ...
200 1000 | 2000 ... |KIL36200 | 4923. ALZ50KI
225 1125 | 2250 ... |KIL36225| 4923. .
250 1250 | 2500 | i ... | KiCz6250 | 5766.| 171/0 AWG-350 kemil
K Frame — 250 A, Thermal-Magnetic (480 Vac)
Continuous AC Magnetic i ; Terminal
Current Rating Trip Settings A Extra High Interrupting Wire
° Low [ High Catalog Number | Price Range
2-Pole, 480 Vac
110 550 1100 KCL24110 $3465.
125 625 1250 KCL24125 3465, AL250KA
150 750 1500 KCL24150 3465, 1-#4 AWG-350 kemil
KIL36250 175 875 1750 KCL24175 3465,
200 1000 2000 KCL24200 3465. AL250KI
225 1125 2250 KCL24225 3465. 141/0 AWG-350 kemil
250 1250 2500 KCL24250 4248,
3-Pole, 480 Vac
110 550 1100 KCL34110 4331.
125 625 1250 KCL34125 4331 AL250KA
150 750 1500 KCL34150 4331 1-#4 AWG-350 kemil
175 875 1750 KCL34175 4331
200 1000 2000 KCL34200 4331. AL250KI
225 1125 2250 KCL34225 4331. 141/0 AWG-350 kemil
250 1250 2500 KCL34250 5314,
A UL magnetic trip setting tolerances are +25% (low) and +20% (high) from nominal values shown.
Interrupting Ratings (kA)
KAL KHL KCL KIL
Accessories Pages 6-37-6-39 240V 42 65 100 200
Optional Lugs Pages 6-40, 6-41 480V 25 35 65 200
Dimensions Page 6-45, 6-46 600V 22 25 o 100
Enclosures Pages 6-47-6-50
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