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J-Frame circuit breakers with non-
interchangeable trip units are suitable
for reverse feed use.

Typical J-Frame Circuit Breaker

Technical Data and Specifications
Table 12-50. UL489 Interrupting Capacity Ratings

Circuit Number Interrupting Capacity (Symmetrical Amperes) (kA)
%:Zke’ of Poles Volts AC (50/60 Hz) Volts DC

240 | 480 | 600 125 25002 [5000©
JDB 2,3 65 35 18 — 10 —
JD 2,3,4 65 35 18 — 10 —
HJD 2,3,4 100 65 25 — 22 —
Joc 2,3,4 200 100 35 — 22 —

@ 2-pole circuit breaker or two outside poles of 3-pole circuit breaker.
® Time constant is 3 milliseconds minimum at 10 kA and 8 milliseconds minimum at 22 kA.
® 8 milliseconds time constant.

Table 12-51. IEC 157-1 (P1) Interrupting Capacity Ratings

Circuit Number Interrupting Capacity (Symmetrical Amperes) (kA)

?;:Zkef of Poles Volts AC (50/60 Hz) Volts DC
240 | 380 | 415 | 600 [125 250 @G

JD 2,3,4 65 35 35 — — 10

HJD 2,3,4 100 65 65 — — 22

JDC 2,3,4 200 100 100 — — 22

@ 2-pole circuit breaker or two outside poles of 3-pole circuit breaker.
® Time constant is 3 milliseconds minimum at 10 kA and 8 milliseconds minimum at 22 kA.
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J-Frame
Dimensions/Weights
Table 12-52. Dimensions in Inches (mm)
[ Number of Poles | width | Height Depth
2,3 4.125 (105) 10 (255) 4.063 (103)
4 5.5 (140) 10 (254) 4.063 (103)
Table 12-53. Approximate Shipping Weight in Lbs. (Kg)
Breaker Complete Breaker | Frame Only | Trip Unit
Type Number of Poles
2 3 |4 |2 3 4 [2 3 a
JDB 11.25(5.103) | 12.5(5.670) | — — — — — — —
JD 11.25(5.103) | 12.5 (5.670) 13.25 (6.010) | 9 (4.082) 10 (4.536) 10.5 (4.763) 2(.907) 2(.907) 2.25(1.021)
HJD 11.25 (5.103) | 12.5(5.670) | 13.25(6.010) |9 (4.082) 10 (4.536) 10.5 (4.763) | 2(.907) 2(.907) 2.25(1.021)
JDC 12.25 (5.557) | 13.5(6.124) 14.25 (6.470) | 10 (4.536) 11 (4.990) 11.5 (5.217) 2(.907) 2(.907) 2.25(1.021)
Product Selection

This information is presented only as an aid to understanding Catalog Numbers. It is not to be used to build Catalog Numbers
for circuit breakers or trip units.

Table 12-54. Circuit Breaker/Frame Catalog Numbering System

JD 3 250

3 Sy

Circuit Breaker/ Number Circuit Breaker/ Suffix
Frame Type of Poles Frame Ampere Rating C — Non-aluminum Terminals
JDB 2 = 2 Poles 070 F = Frame Only
JD 3 = 3 Poles 090 K = High Magnetic Molded Case Switch
HJD 4 = 4 Poles 100 V = 50°C Calibration
JDC 125 W = Without Terminals
150 X = Load Side Terminals Only
175 Y = Line Side Terminals Only
200
225
250

Table 12-55. Trip Unit Catalog Numbering System

JT 3 250 T

] _
Trip Unit Type Number Trip Unit Rating/ Suffix
JT = Thermal-Magnetic of Poles Plug Ampere Rating T = Trip Unit

2 = 2 Poles 070 Thermal-Magnetic

3 = 3 Poles 090 Fixed Thermal

4 = 4 Poles 100 Adj. Magnetic
125 V = 50°C Calibration
150 (Thermal-Magnetic
175 Trip Units Only)
200
225
250

E AT.N For more information contact Cutler-Hammer at: www.ch.cutler-hammer.com/catalog CAT.200.01.T.E
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Product Selection
Table 12-56. Types JD, HJD and JDC Thermal-Magnetic Circuit Breakers with Interchangeable Trip Units
Max. Standard Interrupting High Interrupting Capacity | Ultra High Interrupting Thermal Magnetic Standard
Cont. Capacity 600V AC Rated Capacity Current Limiting | Trip Unit Only ® Terminals
Amp 600V AC Rated 65 kAIC @ 480V AC 600V AC Rated Only
Rating 35 kAIC @ 480V AC 100 kAIC @ 480V AC For Use with Standard or
@40°C  [Factory Assembled Factory Assembled Factory Assembled :"'gh or U_ItraFngh fSee Page 12|'35
Circuit Consisting Circuit Consisting Circuit Consisting nterrupting Frames or oPﬂona
of Frame, Trip Unit and of Frame, Trip Unit and of Frame, Trip Unit and Terminals
Terminals ® Terminals ® Terminals ®
Catalog Price Catalog Price Catalog Price Catalog Price Catalog Price
Number US.$ | Number U.S.$ | Number US.$ | Number US.$ | Number uUs.s
2-Pole
70 JD2070 2,160.00 | HJD2070 3,200.00 | JDC2070 3,975.00 | JT2070T 449.00 | TA250KB ©® 22.40
90 JD2090 2,160.00 | HUD2090 3,200.00 | JDC2090 3,975.00 | JT2090T 449.00
100 JD2100 2,160.00 | HUD2100 3,200.00 | JDC2100 3,975.00 | JT2100T 449.00
125 JD2125 2,160.00 | HUJD2125 3,200.00 | JDC2125 3,975.00 | JT2125T 449.00
150 JD2150 2,160.00 | HUD2150 3,200.00 | JDC2150 3,975.00 | JT2150T 449.00
175 JD2175 2,160.00 | HUD2175 3,200.00 | JDC2175 3,975.00 | JT2175T 449.00
200 JD2200 2,160.00 | HUD2200 3,200.00 | JDC2200 3,975.00 | JT2200T 449.00
225 JD2225 2,160.00 | HUD2225 3,200.00 | JDC2225 3,975.00 | JT2225T 449.00
250 JD2250 2,325.00 | HUD2250 4,460.00 | JDC2250 5,210.00| JT2250T 1,435.00
3-Pole
70 JD3070 2,605.00 | HUID3070 3,770.00 | JDC3070 4,915.00 | JT3070T 595.00 | TA250KB ® 22.40
90 JD3090 2,605.00 | HUID3090 3,770.00 | JDC3090 4,915.00 | JT3090T 595.00
100 JD3100 2,605.00 | HUID3100 3,770.00 | JDC3100 4,915.00 | JT3100T 595.00
125 JD3125 2,605.00 | HUD3125 3,770.00 | JDC3125 4,915.00 | JT3125T 595.00
150 JD3150 2,605.00 | HUID3150 3,770.00 | JDC3150 4,915.00 | JT3150T 595.00
175 JD3175 2,605.00 | HUD3175 3,770.00 | JDC3175 4,915.00 | JT3175T 595.00
200 JD3200 2,605.00 | HUID3200 3,770.00 | JDC3200 4,915.00 | JT3200T 595.00
225 JD3225 2,605.00 | HUD3225 3,770.00 | JDC3225 4,915.00 | JT3225T 595.00
250 JD3250 2,805.00 | HUD3250 4,915.00 | JDC3250 6,040.00 | JT3250T 1,710.00
4-Pole @®
125 JD4125 3,310.00 | HUD4125 5,550.00 | JDC4125 7,280.00 | JT3125T 595.00 | TA250KB ©® 22.40
150 JD4150 3,310.00 | HUD4150 5,550.00 | JDC4150 7,280.00 | JT3150T 595.00
175 JD4175 3,310.00 | HUD4175 5,550.00 | JDC4175 7,280.00 | JT3175T 595.00
200 JD4200 3,310.00 | HUD4200 5,550.00 | JDC4200 7,280.00 | JT3200T 595.00
225 JD4225 3,310.00 | HUD4225 5,550.00 | JDC4225 7,280.00 | JT3225T 595.00
250 JD4250 4,420.00 | HJD4250 6,830.00 | JDC4250 8,560.00 | JT3250T 1,710.00
@ Individually packed.
@ Fully rated neutral pole with no protection.
® Neutral is in right pole.
@ Magnetic trip adjustable 5 — 10 times continuous ampere rating.
Table 12-57. Types JD, HJD and JDC Thermal-Magnetic Circuit Breakers — Frame Only
Standard Interrupting Capacity | High Interrupting Capacity Ultra High Interrupting
600V AC Rated 600V AC Rated Capacity Current Limiting
35 kAIC @ 480V AC 65 kAIC @ 480V AC 600V AC Rated
100 kAIC @ 480V AC
Catalog Price Catalog Price Catalog Price
Number Us.s Number Us.$ Number Us. s
2-Pole
[ JD2250F | 805.00| HID2250F | 2,655.00 JDC2250F | 3,395.00]
3-Pole
| JD3250F | 950.00] HJID3250F | 3,040.00{ JDC3250F | 4,170.00|
4-Pole
| JD4250F | 2,530.00| HID4250F | 4,940.00| JDC4250F | 6,672.00|
Note: Instruction Leaflet/FRED Number 29C104 for Breaker; 29C603 for Thermal Magnetic
Trip Unit
Discount Symbol......................... CB-2
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