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Contin-
uous
Ampere
Rating

Magnetic Trip 
Setting,
Amperes➀

2 Poles➂ 3 Poles

Low High Catalogue Numbers

Magnetic Only, Front Adjustable Breakers

225
225
225
225
225

  350
  625
  750
  875
1125

  700
1250
1500
1750
2250

HKA2700TM

HKA21250TM

HKA21500TM

HKA21750TM

HKA22250TM

HKA3700TM

HKA31250TM

HKA31500TM

HKA31750TM

HKA32250TM

Ambient Compensating Breakers

  70
100
125
150
175
200
225

  350
  500
  625
  750
  875
1000
1125

  700
1000
1250
1500
1750
2000
2250

HKA2070TA

HKA2100TA

HKA2125TA

HKA2150TA

HKA2175TA

HKA2200TA

HKA2225TA

HKA3070TA

HKA3100TA

HKA3125TA

HKA3150TA

HKA3175TA

HKA3200TA

HKA3225TA

Special Calibration➃
Special calibration price additions apply to 
ampere ratings not listed as standard, or for 
ambients other than 40°C or 50°C, also price 
additions apply to specific calibrations for 
frequencies other than 0-60 Hertz AC circuits. 
See AD 29-160 for information regarding 
special conditions.

50°C Calibration➃
Add suffix “V” to catalogue number for 
complete breaker, listed above, when 
ordering listed ampere ratings to be used 
in 50°C ambients. Same price as standard 
40°C breakers.

Terminals➁
Two terminals are required per pole. 
Terminals are CSA and Underwriters 
Laboratories Inc. listed for wire type and 
range listed below. When used with 
aluminum conductors, use joint 
compound. To order optional copper only 
terminals, add suffix “C” to complete 
breaker catalogue number.

Type
Calibration

1-24
Identical Units

25 or More
Identical Units

Thermal
Magnetic
Frequency

Add 30% to
List Price of
Trip Unit

None
None
None

� Set on high side, adjustable to lower limit.
� Terminals are shipped separately from breaker frame.
� 2-pole breakers are supplied in 3-pole frames with current carrying parts omitted from centre pole.
� Not listed with UL/CSA 
� Optional terminal.
� Ratings above 10,000 Amps not UL/CSA listed.

Shaded gray areas denotes obsolete or discontinued products and services

Replacement AB DE-ION ® Circuit Breakers

Types JA, KA, MARK 75�  Type HKA

Type KA Thermal Magnetic, Saf-T-Vue� and MARK 75� Type HKA Breakers 

70-225 Amperes, 600 Volts AC, 250 Volts DC, 2 and 3 Poles, Interchangeable Trip

Contin-
uous
Ampere
Rating
at 40°C

Magnetic Trip 
Setting
Amperes➀

Complete Breaker Shipped as Frame, Trip Unit and Terminals

Includes Pressure Type 
Aluminum Terminals➁ Frame Only Trip Unit Only

Standard Saf-T-Vue MARK 75 Standard Saf-T-Vue MARK 75

Standard 
MARK 75 or
Saf-T-Vue

Low High Catalogue Numbers
2 Poles, 600 Volts AC, 250 Volts DC➂

  70
  90
100
125
150
175
200
225

  350
  450
  500
  625
  750
  875
1000
1125

  700
  900
1000
1250
1500
1750
2000
2250

KA2070
KA2090
KA2100
KA2125
KA2150
KA2175
KA2200
KA2225

KA2070S
KA2090S
KA2100S
KA2125S
KA2150S
KA2175S
KA2200S
KA2225S

HKA2070
HKA2090
HKA2100
HKA2125
HKA2150
HKA2175
HKA2200
HKA2225

KA2225F
KA2225F
KA2225F
KA2225F
KA2225F
KA2225F
KA2225F
KA2225F

KA2225FS
KA2225FS
KA2225FS
KA2225FS
KA2225FS
KA2225FS
KA2225FS
KA2225FS

HKA2225F
HKA2225F
HKA2225F
HKA2225F
HKA2225F
HKA2225F
HKA2225F
HKA2225F

HKA2070T
HKA2090T
HKA2100T
HKA2125T
HKA2150T
HKA2175T
HKA2200T
HKA2225T

Approx. Ship. Wt. 12 Lbs. Approx. Ship. Wt. 9-1⁄2 Lbs. Approx. Ship. 
Wt. 2 Lbs.

3 Poles, 600 Volts AC Only

  70
  90
100
125
150
175
200
225

  350
  450
  500
  625
  750
  875
1000
1125

  700
  900
1000
1250
1500
1750
2000
2250

KA3070
KA3090
KA3100
KA3125
KA3150
KA3175
KA3200
KA3225

KA3070S
KA3090S
KA3100S
KA3125S
KA3150S
KA3175S
KA3200S
KA3225S

HKA3070
HKA3090
HKA3100
HKA3125
HKA3150
HKA3175
HKA3200
HKA3225

KA325F
KA325F
KA325F
KA325F
KA325F
KA325F
KA325F
KA325F

KA3225FS
KA3225FS
KA3225FS
KA3225FS
KA3225FS
KA3225FS
KA3225FS
KA3225FS

HKA3225F
HKA3225F
HKA3225F
HKA3225F
HKA3225F
HKA3225F
HKA3225F
HKA3225F

HKA3070T
HKA3090T
HKA3100T
HKA3125T
HKA3150T
HKA3175T
HKA3200T
HKA3225T

Approx. Ship. Wt. 14 Lbs. Approx. Ship. Wt. 11 Lbs. Approx. Ship. 
Wt. 2-1⁄2 Lbs.

Listed with CSA and Underwriters 
Laboratories Inc. except as noted.

CSA and Underwriters Laboratories Inc. 
Interrupting Ratings

On all 3 phase Delta, Grounded B phase 
applications, refer to Eaton.

Magnetic Only Breakers
For description, refer to AD 29-160. To 
order these breakers, select frame, trip 
unit and terminals.

Accessories and Modifications
Description: Pages 39 - 49 

List Prices: See PAD (Price and 
Availability Digest)

Max. Amps
Catalogue 
Numbers

Wire Range, Type
No. of Cables

Standard Al/Cu Pressure Terminals

225 TA225LA1 1 #6-350 MCM Cu, or
1 #4-350 MCM Al

Optional Copper Pressure Terminals

225
225➄

T225LA
T225LBF

1 #6-350 MCM Cu
1 #6-250 MCM Cu

Max. Volts Amperes

Standard Breakers

240 AC
480 AC
600 AC
250 DC

30,000 Asym., 25,000 Sym.
25,000 Asym., 22,000 Sym.
25,000 Asym., 22,000 Sym.
10,000

MARK 75 Breakers

240 AC
480 AC
600 AC
250 DC

75,000 Asym., 65,000 Sym.
40,000 Asym., 35,000 Sym.
30,000 Asym., 25,000 Sym.
20,000➅




